DUTSIDE RAIL TYPE

MATERIALS:

. BElectro-galvanized steel ta BS 1449 Part: 1;1983
. Hot Rell Steel to |ISG 3131 SPHC

. Staintess Steel AIS| 304, 316 or 3161 SECTION B-B |
+ Pre-Gahvanised Steel
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FINISHING:

. Electro-gakbvanised steel with Epoxy Coatings
Hot Roll Steel with Hot-Dipped Galvanising to B5 729
of ASTM A123

. Hot Roll Steel with Hot-Dipped Galvanising to
ASTM A3BE-73 and Epoxy Ceated
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PRODUCT STANDARD LIST

MEDIUM DUTY HEAVY DUTY EXTRA HEAVY DUTY
Widith (W) High (H)  Lenath (L) Thick (T) Widih (W) High (H)  Length (L) Thick (T) Width (W) High (H)  Lenath (L) Thick (T)
150 75.100 3000 1520 150 125 3000 1520 150 150.200 3000 20
00 75.100 w000 1520 300 125 000 1520 300 150.200 1000 20
450 75-100 3000 1.5-20 450 125 3000 20 450 150.200 1000 20
£00 75.100 3000 20 600 125 3000 20 600 150200 1000 20
750 75-100 3000 20 750 125 3000 20 750 150200 3000 20
900 75.100 3000 20 900 125 3000 20 a0 150200 3000 2.0
1000 75.100 W00 20 1000 125 1000 20 1000 150200 3000 20

Other sizes available on request.



